3.5

CRT/LCD, LAN, PC/104, 4 x COMs, USB
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S PECIFICATION
System /O
cpU VIAMarkgoo Serial Port RS-232x 3
Chipset VIA Mark CoreFusion Processor+ViIAG86B | RS-232/422/485x1
Front Side Bus 83MHz USBPort . 2xUSB1
Memory One SO-DIMM socket support PC133 SDRAM up to Audio AC'97 Stereo (MIC-In/Line-In/Speaker-Out)
,,,,,,,,,,,,,,,,,,,,,,,,,,, semB . .. ...~ GPko  &bitDgtllo
Battery One time Li-lon CR2032 220mAh forRTC = A Yes
Blos Award Parallel Port LT PO X
WatchDog Timer  Software programmable 1~255sec. | Keyboard/Mouse  PS/2 Keyboard and PS/2 Mouse Connector
0s Windows XP, XP Embedded, Windows CE and Linux Expansion Slot | pcl-104
Video 1/O Chipset WinBond 83627EHG
Video Controller VIA UniChrome Pro 2D/3D integrated Graphic Controller  Mechanical & Environment
Video Interface VGA port Dimension  145mmX102mm
18-bit LVDS port Power 12V and 5V Dual power
integrated PWM interface for LCD backlight inverter control Lockable DC plug-in jacky
Ethernet
Connector Rd45
Controller Realtek RTL8100C (10/100)
Storage
IDE One 44-pin IDE connector for HDD
D 1x Compact Flash socket Relative Humidity 0 to 90% @ 40°C, non-condensing

Packing List
1.AR-B1652 x 1

5. FDD cable x 1

Optional

1. AR-BP425A Tranfer Boad

2. Audio Cable

3. 1 x IDE Cable

4. 1 x Keyboard / Mouse Y-Cable

Specifications are subject to change without notice. www.acrosser.com




